MULTIPLE CHOICE QUESTIONS

1. Which of these features does the CM6000 not have 

a: High speed programing 

b: EPROM and Flash memory ID detection 

c: Rom emulation 

d: Device insertion check                                                                              Answer: C

2. What does EPROM stand for 

a: Erasable Profound Read Only Memory 

b: Electronically Programmed Read Only Memory 

c: Emulation of Programmed Read Only Memory

d: Erasable Programmable Read Only Memory                                       Answer: d

3.  What is a zif socket? 

a: it is a socket in the CM6000 that verifies it is connected to a computer 

b: the zif socket is a device that plugs into the CM6000 

c: the zif socket is a socket that allows you to put your programmable device into the CM6000 

d: it is 6 pined device that allows you to hook 2 CM6000 in series or parallel









      Answer: C

4. What does the Blank Button do? 

a: checks if the device in the zif socket is blank 

b: checks to see if the device in the zif socket is properly inserted 

c: checks if there is enough space in the device to program 

d: checks if the device in the zif socket has been already programed 

e: a and d  






      Answer:  E

5. What is the maximum number of pins that the CM6000 can accept? 

a: 12 pins 

b: 24 pins 

c: 48 pins 

d: 32 pins






      Answer: C

6. What does the AutoID button do? 

a:  does nothing 

b:  id's the chip you put in the zif socket 

c:  id's how many pins you have on your chip 

d: checks if there is something in the memory of the chip     









       Answer: B

7. Can the chipmaster program prom’s as well as Eprom’s?

      







       Answer: yes

8. Which port do you connect the chipmaster to?

a:  Parallel

b:  Mouce

c:  Video

d:  USB







        Answer: a

9. How do you erase an EPROM chip?

a) Apply a 10 volts to the bottom right pin of the EPROM chip

b) Expose the EPROM to ultraviolet light

c)    Run the uninstall application in the Chip Master 2000 program

d) Touch the chip’s pins to a strong magnet

      Answer: b

10. What numbering system is used to program EPROMs on the ChipMaster?

a) Hexadecimal

b) Binary

c) Octal

d) Decimal






        Answer: a

